R0O011090 ZX4 090 ZX4 Mk1 Compliance Update

Steps required for ZX4 Mk1 Guarding Compliance
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Infeed Guarding
Infeed Light Beam
Z Axis Pilot Valve

Comments

Infeed Guarding

Install low level guarding under infeed table

Infeed Light Beam

Light beam installed horizontally under infeed arms 1-4

Z Axis Pilot Valve

Fit the pilot valve under the z axis support to prevent the ring dropping on sudden air pressure loss
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0015986

ulti Head Waste Bin Guard
001598¢ R1

D0016152
Bruehl Transit Post - 850mm tall

D0016282
Bruehl Fence Panel 825 x 2141

D0016331
Bruehl Fence Panel 825 x 1090

EO0D1163

Safety Light Gate Connection Cable ZA02A0
501332¢l ED S-M1

EO001167

Relay, safety - M5I-RM2 ZA05A5
547954

E0001603

Light Curtain: 300mm (30mm Res) Transmitter (ELC Seri ZAD0M 1

72100303

Pricing is per 200ff

EOD01604

Light Curtain: 300mm (30mm Res) Receiver (ELC Series)
72101303

ZAOOMO
Pricing is per 200off

E0001605

Light Curtain: Mounting Bracket for ELC Series
50146503

ZAOOFO
Pricing is per 400ff

Mo001207
Bruehl Fence Clip ZAO0OF2
FL2-V5-50
RO000699B

m Pusher Chain (Steel with narrow Pegs) ( B1207 {BackUnit)
ROD19179

Kit: ZX Z axis Pilot Valve
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